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GEO-B4000ES(H)

HEAVY DUTY TWO POST LIFT

TECHNICAL DATA 

DIMENSIONS

GEO ELECTRONIC RELEASE H FRAME 4 TON LIFT

1900mm2830mm4000kg
Heavy Duty

Lifting Capacity
Overall Height

of Lift
Maximum Lifting

Height

Dual hydraulic cylinder two post lift.
Low Voltage Electronic Safety Locking
Two stage telescopic lifting arms.
Spiral step-less adjustment arm tray, (Optional Extension Adaptor)
4 Point Electronic Safety Locks.
Italian made parachute valve in each hydraulic cylinder arrests 
the descent of the lift in the case of sudden hydraulic hose failure.
Relief valve to prevent overloading.
Protective rubber on posts to avoid damage to vehicle doors when 
opening.
Lift height limit safety system.
Synchronisation cable.
Aluminium shell motor, 24 v low-voltage control system.
Emergency manual drop function with adjustable dropping speed 
control.
Machine welded 2 post lift for extra stability.
Powder Coated Finish.
All Moving Components are Fully Galvanised.

MODEL NO.

Max Lifting Height

Lifting Time

Min Lifting Height

Short Arm Length

GEO-B4000ES(H)

1900mm

50s

110mm

735-1120mm

Lifting Capacity

Overall Height

Overall Width

Drive Through Width

Long Arm Length

4000kg

2830mm

3540mm

2565mm

775-1200mm
* Max Lifting Height is measured with adjustable screw pads in highest position

** Machine shown with optional equipment. Actual product appearance may differ
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