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PLAY DETECTOR CAN BE BE POSITIONED ON PIT FLOOR
SITUATED IN AN ALCOVE OF PIT WALL.
FULL SPECIFICATION OF PIT TO BE PROVIDED BY PIT MANUFACTURER
BAY WIDER THAN 4200 VOSA MINIMUM TO ALLOW
BRAKE TESTER COVER PLATES TO LAY FLAT ON FLOOR
WHEN TESTING IS IN PROGRESS
Revision Table
REV.| MOD NO. DESCRIPTION DATE APPROVED
A FIRST ISSUE 22/11/2017
B ECN5972 BRAKE TESTER CHANGED 01/12/2020

General notes

Test to be viewed from allocated area. If fest cannot be viewed from area
then cameras or mirrors should be used. MOT notice board o be located
in viewing areaq.

Adequate off road parking to be provided.

Floor area around MOT bay should be marked as a designated MOT zone.

Headlamp test area

Headlight tester rails to be certified level to within +/- 2mm. Headlight test
standing area measured from datum line must be flat and level to within
+/- 6mm in any 3000mm. Areas are —
1) Class I-ll headlight standing area 2500mm x 2000mm.

2; Class llI-IV headlight standing area 3600mm x 2100mm.

3) Class VIl / VL headlight standing area 4500mm x 2500mm.

Brake test & standing area

Brake test area to the front and rear of the centre line of the brake test
area must be substantially level within +/- 12mm. Distances are:

1) Class I-ll Brake test area 2300mm either side of centre line.

2{ Class lll-IV Brake test area 3350mm either side of centre line.

3) Class VII / VL Brake test area 4200mm either side of centre line.
Remaining area of brake test standing area must not exceed 10% slope [
(1T00mm in 1000mm). Distances are

1) Class lll-IV standing area 4500mm either side of centre line.

2) Class VII / VL standing area 7000mm either side of centre line.

Lift installation

Lift fitted with turning plates & play detector. Lift platforms to be certified
level to within +/- 6mm. If lift platforms are within headlamp test area they
must be certified level as specified requirements for headlamp testing
detailed above. Mininmum headroom over lift measured from platforms
when fully lowered as specified below.

1) Class lll-IV 3800mm minimum headroom over platforms.

2) Class VII / VL 4800mm minimum headroom over platforms.

Headroom over lift to extend 500mm to front of platforms, 1000mm to the
rear of the drive on end and 500mm to each side of the platforms.
(shown in red dotted lines)

Floor area around lift recess to be clearly marked with yellow stripes in
accordance with the GEA Code of Practice for Vehicle Lifts.

Minimum head room for MOT bay except over lift
Class -1V 2400mm. Class VII / VL 3500mm.

Electrical & Air supply requirements

Four post lifts Scissor lifts
3Ph + N + PE 400V, 50 Hz 3Ph + N + PE 400V, 50 Hz
Fuse T16A Fuse T16A, surge 33Ah

Air supply N/A Air supply 6 bar (10 max). Also used to
supply air operated Jacking Beam
Class VIl Brake tester

3Ph + N + PE 400V, 50 Hz -
Fuse T25A, surge 33Ah
Electrical rating 5.5kW
Air supply N/A

Class IV Brake tester
3Ph + N + PE 400V, 50 Hz
Fuse T25A, surge 33Ah
Electrical rating 3.5kW
Air supply N/A

Control Centre / Emission Analyser

In ground play detector
1Ph 240V, 50 Hz, 5A

3Ph 400V, 50 Hz
Air supply N/A

Brake tester console to be positioned within 10M of actual Brake Tester.

ITEM EQUIPMENT TO BE FITTED

CRYPTON HEADLAMP ALIGNER

CRYPTON TURNING PLATES

CRYPTON CLASS VI JACKING BEAM

CRYPTON CLASS VII BRAKE TESTER

CRYPTON PLAY DETECTOR
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CLASS VII PIT, WIDTH BETWEEN 760 & 920, DEPTH BETWEEN
1500 & 1800, MIN WORKING LENGTH 6000
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Crypton operate a policy of continual improvement which may result in dimensional changes. Please ensure you have the latest

Customer

CLASS VII ATL WITH PIT (MIN
SPEC)

Contact Product Support
Tel: 0121 725 1366
uksupport@continental-corporation.com
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