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GEO-C6000ES

HEAVY DUTY TWO POST LIFT

TECHNICAL DATA 

DIMENSIONS

GEO CLEARFLOOR ELECTRONIC RELEASE 6 TON LIFT

1945mm4446mm6000kg
Heavy Duty

Lifting Capacity
Overall Height

of Lift
Maximum Lifting

Height

Dual hydraulic cylinders.
Dual point automatic release. (Electromagnetic)
Three stage telescopic lifting arms.
Lift Pad Extensions Include.
Parachute valve under each cylinder in case of 
hydraulic hose fracture.
Relief valve to prevent overloading.
Lift height limit safety system.
Synchronisation cable.
Aluminium shell motor, 24v low-voltage control system.
Emergency manual drop function with adjustable
 dropping speed control.
Machine welded 2 post lift for extra stability.
High Quality Powder Coated Finish.
All Moving Components are Fully Galvanised.
All Two Post Lifts Come with a full Two Year Parts Warranty.
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MODEL NO.

Max Lifting Height

Overall Height

Arm Length

Lifting Time

GEO-C6000ES

1945mm

4446mm

740-1450mm

<55s

Lifting Capacity

Min Lifting Height

Overall Width

Drive Through Width

Electricity Supply

6000kg

100mm

3980mm

2.9m

1 or 3 Phase Available
* Max Lifting Height is measured with adjustable screw pads in highest position

** Machine shown with optional equipment. Actual product appearance may differ


